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BDI Equipment

30 KW Generator
8 ft long x 6 ft tall x 5 ft wide

HPIB RADOME
6 ft diameter x 8 ft tall

15 KW Generator
7 ft long x 5 ft tall x 4 ft wide

Mini-mobile trailer
25 ft long x 7 tall x 8 wide

TDGT
4 ft dish on a
LMTV with UGCS shelter and TDGT L B s Eitxat
sl T tripod

28 ft long x 7 ft wide x 13 ft tall

Tower 62 ft tall x 20 ft base platform




Testing Schedule

Set Up of Equipment
UWING 9.0.3.0 ACE v6.0 Regression Testing @ BDI

U-Wing Formal Ground Test #1

U-Wing EQ Flight Test

MCPA Sys Setup
UAV ATP
Flight Controls
U-Wing Formal ATLS Ground Test #2
MQ-5B U-Wing and MQ-5B Standard Formal ATLS Flight Testing @ BDI
U-Wing Test Report - Submission to USG

U-Wing PECP Submission to CRB

6-17 Jun
20-Jun

29-Jul

1-12 Aug
15-19 Aug
22-26 Aug

29-Aug

2-Sep
5-9 Sep
12-30Sep
1-Oct

18-Nov
21-Nov



Traffic Pattern




Hunter UAS




AV C OVE R - Shade/ Maintenance Shelter

Size:68ftwide x 40ftlong x 20ft center height

Shade and maintenance hangars for Unmanned Aerial
Vehicles UAV's. Sensitive equipment requires protection
fromweather, sun,and sand. These rapidly deployable
shetersfiton3trainairpallets




